4.1.8 Accessible Buildings: New Construction

(b) Accessible passenger loading zones;

(c) Accessible entrances when not all are
accessible (inaccessible entrances shall have
directional signage to indicate the route to the
nearest accessible entrance);

(d) Accessible toilet and bathing facilities
when not all are accessible.

4.1.8 Accessible Buildings: New
Construction. Accessible buildings and
facilities shall meet the following minimum
requirements:

(1) At least one accessible route complying
with 4.3 shall connect accessible building or
facility entrances with all accessible spaces and
elements within the building or facility.

(2) All objects that overhang or protrude into
circulation paths shall comply with 4.4.

(3) Ground and floor surfaces along acces-
sible routes and in accessible rooms and
spaces shall comply with 4.5.

(4) Interior and exterior stairs connecting
levels that are not connected by an elevator,
ramp, or other accessible means of vertical
access shall comply with 4.9.

(5)* One passenger elevator complying with
4.10 shall serve each level, including mezza-
nines, in all multi-story buildings and factlities
unless exempted below. If more than one
elevator is provided, each full passenger eleva-
tor shall comply with 4.10.

EXCEPTION 1: Elevators are not required in
facilities that are less than three stories or that
have less than 3000 square feet per story
unless the building is a shopping center, a
shopping mall, or the professional office of a
health care provider, or another type of facility
as determined by the Attorney General. The
elevator exemption set forth in this paragraph
does not obviate or limit in any way the obliga-
tion to comply with the other accessibility
requirements established in section 4.1.3. For
example, floors above or below the accessible
ground floor must meet the requirements of
this section except for elevator service. If toilet
or bathing facilities are provided on a level not
served by an elevator, then toilet or bathing
facilities must be provided on the accessible

ground floor. In new construction if a building
or facility is eligible for this exemption but a
full passenger elevator is nonetheless planned,
that elevator shall meet the requirements of
4.10 and shall serve each level in the building.
A full passenger elevator that provides service
from a garage to only one level of a building or
facility is not required to serve other levels.

EXCEPTION 2: Elevator pits, elevator
penthouses, mechanical rooms, piping or
equipment catwalks are exempted from this
requirement.

EXCEPTION 3: Accessible ramps complying
with 4.8 may be used in lieu of an elevator.

EXCEPTION 4: Platform lifts (wheelchair lifts)
complying with 4.11 of this guideline and
applicable state or local codes may be used in
lieu of an elevator only under the following
conditions:

(a) To provide an accessible route to a .
performing area in an assembly occupancy.

(b) To comply with the wheelchair viewing
position line-of-sight and dispersion require-
ments of 4.33.3.

(c) To provide access to incidental
occuptable spaces and rooms which are not
open to the general public and which house
no more than five persons, including but not
limited to equipment control rooms and pro-
jection booths.

(d) To provide access where existing site
constraints or other constraints make use of a
ramp or an elevator infeasible.

(6) Windows: (Reserved).
(7) Doors:

(a) At each accessible entrance to a building
or facility, at least one door shall comply with
4.13.

(b) Within a building or facility, at least
one door at each accessible space shall comply
with 4.13.

(c) Each door that is an element of an
accessible route shall comply with 4.13.




